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PART 223 ’ -

PETROLEUM REFINERIES .
(Statutory authority: Environmental Conservation Law, §§ 3-0301, 190301, 19-0303)
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. Historfeal Note
Part (44 223.1.271 3) flied July 13, 3073, Fepealed, new (b} I23.1.200.8) filed July 3. 1078
off. 30 days afer flling

. o Section 223.% Applicadility. Thu Part shall apply to all petroleumn refineries,
: except for sections 223.7 and 223,10 which apply only to those petroleum refineries
o located in a nonattainment area for ozone.
Historical Nete

Sec. filed July 12, 3972, repealed. new flled July M. 1970, renum. 533.2. nerw filed April
10. 188) #ff. 80 days afrer filing.

223.2 Definitions. (a) For the Purpase of this Part, the general definitions of Part -
200 of this TiUe shall apply.

®) For the purpose of this Part, the following definitions will also apply:

(1) 4fterdurner. A catalytic and/or thermal combustion device used to contro) alr
conlaminant emissjons.

i (2) Coke burm-off. The coke removed from the surface of the fluld eatalytic cracking
unit catalyst by combustion in the catalyst regenerator.

(3) Component. Any piece of equipment which has the potential to Jeak volatile
organic compounds when tested in the manner described in section 223.30(c) of this
Part. These inelude, but are not limited 10, pump seals, tompressor seals. seal oll
degassing vents, pipeline valves, flanges and other connections, pressure relief de-
vices. process drains, and open-ended pipes. Excluded from these are valves which are
hot externally regulated. :

(4) Fuel pos. Gas generated at a petroleum refinery or any gas generated by a
Fefinery process unit, which is combusted separately or in any sombination with any®
1ype of natural gas. Fuel pas does not include fases generated by catalytic eracking
unit catalyst regenerators and fiuid coking burners.

B) Fuel pas combdustion device. Any equipment. such n'pmm haaters, bollers .
and flares, used to combust fuel gas. axcept tacilities tn which gases are combusied to
produce sulfur or sulfuric acid. :

. {6) Gas service. Any squipment which processes, transfers or contains a velatile '
organic compound or mixture of volatile organic compounds in the gaseous phase.

(1) ot well. The collection contatner for condensed volatile organic compounds.
8) Lipht petrolenm compound. A petroleum derivative for which the tamperature

8110 percent recovery s lower than 205° C when tested in accordance with ASTM Dag,
Standard Method for Distillation of Fetroleum Products.
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§ 223. TITLE ¢ ENVIRONMENTAL CONSERVATION

9 Liquid srrvice. Any equipment which processes, transfers or contains a volatile
organic compound or mixture of volatile organic compounds in the Jiquid phase.

(10} Noncondensale vapors. Cases removed from process uniis by & vacuum pro-
Gucing system. As used in this Part. the Lerm applies 1o the portion of volatile organic
compounds which have not become liquid in condensers.

an Pﬂr;ﬂnm. The oll removed from the sarth and the oll derived from tar sands.
shale and coal. '

(121 Petroleum refincry. Any fachity sngaged in producing gasoline. arornatics.
_herosene. distillate fuel olls. residual fuel oils, lubricants, asphall, or other products
through distillation of petroleum or through redistillation, cracking. rearrangement ot
reforming of unfinished petroleum derivatives. .
13) Process pas. Any gas generated by & petroleum refinery process unit, except
fuel gas and process upset gas as detined in this section.

(34) Process unif turnaround. The process of shutdown, inspection, repair and start.
- up of reactors, fractionators. or other process units.

(151 Process upsel pas. Any gas generated by a petroleum refinery process unitasa
result of & start-up. shul-down, upseior malfunction. :

(16) Refinery process unit. A sel of components which are & part of a basic process
operation, such as distillation. hydrotreating, cracking or reforming of hydrocarbons.

7)) Vacuum producing systems. Equipment used to produce and maintain & va-
cuum in peiroleum refinery process equipment as steam ejeclors which contact con-
densers or suriace condensers and mechanical vacuum pumps. :

(18) Valves nof externally regulated. Valves that have no externa) controls, such as
tn-line check valves. .

19) chtehater separators. Equipment used to separate olis and water from Joca-
tions downstream of process drains.

Historical Nete
Sec. filed July 12, 3972, repesied, mew fUed July M. TS, renum. 533 mw added by
rerum and Amd. 2231, filed April 30, 1081; amd. filed March 1, 1983 off. 30 days after
fiung. Amended (b).

223.3 Particulate émissions. (a) Bristing emission sources. No person shall
cause or Allow emission of particulates o the outdoor atmosphere from any existing fluid
catalytic cracking unit catalyst regenerator or fiuld catalytic unit incinerator-wasie heal
poller in excess of 0.15 grain per cubic foot of exhaust gas, expressed at standard
conditions on & dry gas basis. An existing emission source is one for which an application
for & permit to construct was received, pursuant 1o Part 301 of this Subchaptar, prior to
June 12, 1978,

(b) Newv emission sources and modifications. (1) No person shal) cause or allow
emission of particulates to the outdoor atrosphere from any fluid eatalytic eracking
unit catalyst regenerator or fluld eatalytic eracking unit tneinerator-waste heat boller
or medification thereof. for which an application for & permit (o construct is received
by the commissioner pursuant to Part 301 of this Title, subsequent to June 11, W73, In
excess of 1.0 pound per 1,000 pounds of coke burn-off in the catalyst regenerator.
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(2) In those instances in which auxiliary liquid and/or solid fuels are burned in the
Nuid catalylic cracking unit incinerator-waste heat boiler, particulates in excess of
that permitted by subdivision (a) of this section may be emitted to the wtdogr atmos-
phere, except that the incremental rate of particulate emissions shall not exceed 0.20 1
per million Btu heat tnput attributable 1o such liquid and/or solid fuel.

Nistorical Nete

Sec fled July M. IO, renum. 223 4. new added by renum. and amé. 223.2. filed April
10. 198 amd. f11ed July 10, 1084 ¢ff. 30 days afler fling. Amenged (bK1M3;.

222.4 Opacity of emissions. (a) No person subject to the provisions of this Part
will allow or cause emissions Lo the outdoor Almosphere of gases from any fluid catalytic
eracking unit eatalyst regenerator exhibitng greater than 30 percent opacity except for
one aix-minute average opacity reading in any ane-hour perjod,

(b} Except as provided in subdivision (a) of this section, no person subject Lo the
provisions of this Part shall allow or cause emissions 10 the outdoor atmosphers having
Anopacily of 30 percent or grealer,

©) Ail refinery flares shall be aquipped with amokeless tips.
Historical Note

Sec. filed July N, 119, renum. 2235, mew added by renum. ¥53.3. filed Apri) 10, 198},
Amas fUed: March?, IM3; July 10, 1084 eff. 30 days after tiling. Amended (a).

22).8 Carbon monoxide emissions. (a) ZExisting emission sources No person ghall
cause or allow emissions of carbon monoxide to the tutdoor atmosphers from any
existing fluid catalytic cracking unit catalyst regeneralor in excess of the amourt
permitted by table 2, section 212.5(b) of this Title.

() New emisrion sources and modifications. No person shall cause or aliow emis-
sions to the outdoor atmosphere of carbon monoxide from any new fluid catalytic
eracking unit catalyst regenerator or modification thereo!, for which an application for a
permit o construct is received by the commissioner pursuant to Par 301 of this Tile,
subsequent to June 11, 1873, in excess of 0.05 percent by volume of exhaust gases.

Historical Nete ‘

Bec fled July 2¢. 1970, renum. 225 ¢, new added by renum and amd. 223 ¢. filed Apry
10. 1831 of1. 30 days after fling .

223.6 Sultur compound emissions. () Existing emisrion sources.

(1) No person shall burn in an existing fuel gas combustion device any gas which
contains sultur compounds measured as hydrogen sultide in exceas of 0 grains per 100
standard cubic feet of gas.

{2} No person shall cause or allow emissions of any sulfur compound into the
eutdoor atmosphere from any existing Claus sulfur Tecovery unit in excess of the
amount permitied by table 2, section 212.5(d) of this Title.

() New emizsion sources and modifications. (1) No person shall burn in a fuel gas
combustion device or modification thersof. for which an application for a permit o
construct is received by the commissioner pursuant to Part 301 of this Title. subse-
quent 1o June 11, 1973, any fuel gas which contains hydrogen sulfide in excess of 30
STAINS per 100 standard cubic feet of gas.
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§ 2237 TITLE ¢ ENVIRONMENTAL CONSERVATION

(@) A source ownar burning a fuel gas containing sultur compounds in excess of that
allowed tn paragraph (1) of this subdivision miy elect to treat the resulting guses in &
manner which limits the release of sulfur compounds (o the outdodr atmosphere if he
emumumumuethndmmmmmuhnmuru\uummudmﬂ
sulfur compound emissions as effectively as compliance with the requirements of

* paragraph (1) of this subdivision.

(3) No person shall emit any gases inlo the outdoor atmosphere trom any Claus
sulfur recovery unit for which an application for a permit 1o construct is received by
the commissioner pursuant to Part 301 of this Title, subsequent 1o October 4, 1976,

. containing n excess of: .

(1) 0.025 percent by volume of sultur dioxide at zero percent oxygen on & dry basis
if emissions are controlled by an oxidation system or a reduction system followed by
an afierburner;

1) 0.03 percent by volume of reduced sulfur compounds and 0.00) percant by
volume of hydrogen sulfide (calculated as S0,) at zerc percent oxygen on & dry basis
Af emissions are controlled by a reduction system not foliowed by an after-burner.

Historical Note

Sec. filed July M. 1079, refium_ 533.7, pew added by renum. and amé. .8, filed April
10. 1983, amd. filed July 10, 1984 off. B0 days afier filing. Amended (aX3).

223.7 Volatile organic compound emissions. () Any person subject 1o this section
is reguired io submit to the commissioner by June 1. 1082 or such laler date as Geter-
mined by an order of the commissionet such evidence as may be required by the
commissioner 1o show compliance with the provisions of this section.

(b) All noncondensable vapors {rom any vacuum-producing system shall be piped toa
firebox or afterburner, or compressed and added to refinery fual gas. All hot wells
associated with contact condensers ahall be covared and the vapors shall be treatad with
an afterburner. :

(¢) Al forebays and separator sections which recover 300 galions per day or more of
volatile organic compounds shall be designed to prevent the escape of volatile organic
compounds.

{d) During process unit turnaround, processing units shall be depressurized down o b
psig and the volatle organic compounds ahall be vented t0 & VAPOT Fecovery system or Lo
the fuel gas sysiem, or flared.

(¢) Alternate methods for controlling the emission of volatile organic compounds may
be acceptable if the source owner can show to the satisfaction of the commissioner that
the methods utilizsed constitute reasonably available control technology.

NMistorical Nets

Sec. fled July M. 1079, renum. 2338, new added by renum. and amd. 333 .6, filed Apri)
30.108]; amd. filed Mareh 7, 1983 off. 30 days afar filing.

223.8 Exzceptions. Preasure relief devices which are connected to an operating
fiare header or vapor recovery devices, insccessible valves, valves that are not extar.
nally regulated, pipeline flanges and pressure relief valves in liguid service are exempt
from the monitoring requiremants of section 223.10 of this Part.

Historical Nete
Sec. flled July M. 1079, renum. 3330, new 08444 by renum. and amd. 557, Bled Apri
0. 1081, amd. filed March 7, 1963 aff. 30 days Afuer filing.
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223.9 Monioring of confined process emissions and eperations. (8} Any source
owner subject to the provisions of this Part ghall instal], calibrate, maintain and open\e
8 continuous emnission moniloring sysiem for:

1 the menurement of opacity of emissions from each fluid catalytic eracking unit .
catalyst regenerator; .

(2) continuously monitoring and neérdm; the concentration of carbon monoxide in
smissions to the ouldoor atmosphere from any new fluid catalytic eracking unit cata-
Jyst regenerator. An instrument with a span of 1000 ppmn ahall be used,

(3) the measurement of sulfur dioxide in the emissions 1o the outdoor atmosphere

from the combustion of fuel gases. except where a continuous moniloring system 1is

_ used for monitoring and recording the concentration of hydrogen sulfide in the fuel gas

al any fuel gas combustion device. Fuel gas combustion devices having & common
source of fuel gas may be monitored in one location;

- Y (1) continuously monitoring and recording concentrations of sulfer dioxide in the
emissions to the outdoor atmosphere from any new Claus sulfur recovery plant where
compliance is achieved by burmning of the Wl gases; or continuously monitoring and
recording concentrations of hydrogen sulfide and reduced sulfur compounds tn the
emissions Lo the ouldoor atmosphere from any Claus sulfur recovery plant if compli.

ance 15 achieved through the use of a reduction control system not followed by an
afterburmer.

() 'The average coke burn-off rate (thousands of kilograms/hr) and hours of opera.
- tion for any fluld catalytic eracking unit catalyst regenersior subject 1o sections Z23.X(b)
s and 223.5(b) of this Pam shall be recorded daily.

{c) ‘The source owner shall record daily the combustion rates of liquid or solid fossi)
fuels (Mters/hr or kilograms/hr) and the hours of operation during which liquid or solid
fossl] fuels are combusted in the incinerator - waste heat boller for amy fluld catalytic
eracking unit catalyst regenerator subject to section 223.4(b) of this Part and which

utilizes an incinerator - waste heat boiler to combust the exhaust gases from the umylt
regenerator.

(d) Any person subject to the provisions of subdivisions (b) and (¢) of this section shal)
maintain & file of the required measurements tabulated in a format ucupuble to the
.commiasioner,

() Buch records of measuremnents shall be retained for a minimum of three years,
and shall be furnizhed to the commizsioner on his request.

{f) Any person subject Lo the provisions of subdivision (a) of this section shall submita
writlen report. at the request of the comnrmissioner, of excess emissions of opacity and
sulfur dioxide for each calendar quarier, and the nature and cause of the gxcessive
emissions If known. For opacity measurements, the excess emissions report shall consist
of the magnitude, in percent opacity, of all aix-minute averages of opacity greater than
the opacity standards in this Part for each hour of operation. For sulfur dioxide measure.
ments, the axcess emissions report shall include any six-hour period ih which the aver.
age emissions (arithmetic average of six continuous one-hour periods) of sulfur dioxide
exceed the standard under paragraphs (bX2)-{3) of section 223.8 of this Part.

Historical Nete

Sec. added by renum. 2 4, flled April 10. 300
amd. filsd March 7, 1053 aff. 30 days afler filing.
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223,90 Component leahage. (8) The owner or operator of & patroleum rufinery
subject to this Partshall:

(1) Develop a monitoring program tonsistent with provisions of pu-qnph Xl ol
this section.

2) Conduct a monitoring program consisient with the prwmuh of subdivigion (d)
of this section.

(3) Record all Jeaking components which have & volate organic compound cencen-

tration exceeding 10,000 ppm when tasted according to the provisions of subdivision (¢)

- of this section, and place an identifying tag on each companent consistent with the
provisions of paragraph (AX7) of this section.

) 1f the leak can be repaired without & shitdown. repair and retast the leaking
component as soon as possible but not later than 18 working days afier ihe laak is
found.

(5) 11 the leak cannot be repaired without a shutdown, §dentifly all leaking compo-
nenLs which eannot be repaired until the unit is shutdown for turnaround..

(6} ‘The commissioner may require the rescheduling of a planned unit turnaround to
an earlier date based on the number and severity of tagped loaks awaiting turnaround.
Before requiring a rescheduled turnaround, the commissioner will consider the effect
of the action on supplies of gasoline and heating ofl, the avallability of necessary repair
equipment. and time requirements for contracting cutside Jabor and rescheduling
facility personnel.

(7) Excep! for safety pressure relief valves, no owne: or operator of & petraleum
refinery shall install or operate a valve at the end of a pipe or line containing volatile
organic compounds uniess the pipe or line 15 sealed with s second valve, a blind flange,
& plug or & cap. The sealing device may be removed only when & sample is being taken
or during maintenance operations.

(8) Pipeline valves and preasure relief valvas in gas service for any volatile organic
tompound shall be marked in some manner that will be readily ebvious to both
refinery personne! performing monitoring and the commissioner.

() The owner or operator of a petroleum rufinery shall meet the foilow...g schedule:

(1) submit 1o the commissioner and commence & monitoring program &iy months
after the effective date of this Part. This program shall contain, as & minimum, & list of
the refinery units and the quarier in which they will be monitored. & copy of the log
book format, and the make and model of the monitoring squipment o be used. In no
case shall a monitoring contract relieve the owner or operator of a petroleum refinery
of the responaibility for compliance with this Part. and

) submit the first quarterly monitoring report to the commissioner six months
aflar the approval of the monitering program.

(¢) Testing and ealibration procedures to determine compliance with this Part must

be consistent with Appendix B of the U.S. Environmental Protection Agency guideline

series document, “Control of Volatile Organic Compound Leaks from Petroleum Refin.
ery Equipment”’, EPA-450/2-T5-008.

(@) The Twner or operator of a petroleum rafinery subject to this Part must:
(1) Monitor yearly by the methods referenced tn sub&ivision (c) of this section. all

pump seals, pipeline valves in liquid sarvices, and process drains in gaseous or light
petroleumn compound service. .
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12) Monitor quarterly by the methods referenced in subdivision (¢) of this section,
all compressor seals, pipeline valves in gaseous service and pressure relie! valves in
gas service, . -

(3) Monitor weekly by visual methods all pump seals in pumps in gaseous or Jight
peirvieum compound service.

(4} Monilor immediately any pump seal in pumps handling gases and Jight petro-
leum compounds from which liquids are observed dripping.

(3) Visually monitor any relief valve within 3 hours after it has venied 10 the
atmosphere.

(6) Monitor within T2 hours after repair, any component that was found leaking.

(71 The owner or operator of a petroleum refinery, upon the deteclion of a Jeaking

component. will affix a weatherproof and readily visible lag. bearing an identification

. number and the date the leak i3 Jocated, (o the leaking component. This tag must
remain in place untll the leaking component is repaired.

{e} The owner or operator of a petroleum refinery shall maintain a leaking compo-
nents monitoring log specified in paragraph (aX3) of this section, which shall contain ata
minimum. the following data:

(1) the name of the process unit where the component is Jocated;
(2) thelype of component (¢.p., valve, seal);
(3) the tag number of the component;
’ (4) the date on which a Jeaking component is discovered.
(5) the date on which a leaking component is repaired;

...__, (6) the date and instrument reading of the recheck procedure after & Jeaking com.

ponent is repaired.
(7) & record of the calibration of the monitoring tnstrument;
(§) those leaks that cannot be repaired untll turnaround;

(9 the lota) number of componentas checked and the tola) number of components
found leaking. and

(10) copies of the monitoring log shall be retained by the owner or operator for a
minimum of two years after the date on which the record was made or the report
prepared, and shall be made avallable immediately W the commissioner or his repre-
sentative, upon verbal or writien request, at any reasonable time. .

(1) Reporting. The owner or operator of 8 petroleum refinery. upon the completion of
sach yearly and/or quarierly monitoring procedure, shall:

1) sudmit a report to the commiasioner by the t5th day of January. April, July snd
October that lists all Jeaking components that were Jocated during the previous three
. calendar months but not repaired within 18 days, all leaking components awaiting unit
turnaround, the total number of components inspected and the tota) number of compo-
nents found leaking: and )

(2) sudbmit a signed statement with the report attesting 1o the fact that, with the

exceplion of those leaking components listed in paragraph (1) of this subdivision all
monitoring and repairs were performed as stipulated in the monitoring program.
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g} 1 the owner or operator of a petroleum refinery can demonsirate (o the satislac-
tion of the commissioner that the requirements of subdivisions (4). (&) and (f) of this
section are not feasible, the commissioner may allow the application of ahernative
requirements.

Nisterical Nete _
Sec. Nied April 10. 108); amd. fied March 7,
1053 off 30 days afer filing.




